
Wet Dynafine™

from Dynabrade
With Unique “All-in-One” Wet Misting System

Reorder No. D03.13

• For Fast, Efficient Removal of
Dust Nibs and Defects

• Wet System Achieves Consistent,
Repeatable Finish



Model 57902
13,000 RPM
Dynabrade’s new Wet Dynafine™ is ideal for quick spot repair and
removal of dust nibs on clearcoat and gelcoat paint systems. With 
our unique “All-in-One” Misting System, the operator can spray the
work surface, then remove the imperfection – all within seconds!  
• Powerful .15 Hp (112 W) air motor.

• Accepts 2" (51 mm) and 3" (76 mm) diameter sanding pads (vinyl or
hook-face) for corresponding abrasive discs. One vinyl pad of each
diameter is included with tool.

• “All-in-One” Misting System helps flush abrasive to achieve a
consistent, repeatable finish.

• Ergonomic 7˚ offset design for greater operator comfort and control.

• Rear exhaust directs air away from work piece; reduces sound levels.

• Insulated tool housing reduces cold air transmission to the operator.

• Gearless design means no right-angle gears to wear out – tool life is
increased!

• Low-vibration design allows operator to run tool for longer periods.

• Includes 3' (91 cm) water line with 95962 Male Quick Disconnect
(1/8" [3 mm]) fitting.

Optional Accessories
95990 Portable Wet Tank Assembly
• Eliminates the need for

a garden hose. Two
gallon capacity.
Heavy-duty corrosion
resistant construction.

• Translucent tank
allows easy viewing
of liquid level.

Disc Pads
• Non-vacuum pads screw-mount 

to 57902 Wet Dynafine™.

Try Our U.S. Consumer Toll Free Number: 1-888 DYNABRADE (or 1-800-828-7333)

For Other Dynabrade Tools and Related Accessories, Visit www.dynabrade.com
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Wet Dynafine™ from Dynabrade

Model Motor Motor Sound Maximum Air Flow Hose I.D. Size Air Inlet Weight Length Height
Number HP (W) RPM Level CFM/SCFM (LPM) Inch (mm) Thread Pound (kg) Inch (mm) Inch (mm)

57902 .15 (112) 13,000 65 dB(A) 3/20 (566) 1/4 (6) 1/4" NPT 1.6 (0.7) 9 (229) 3-3/4 (95)
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Part Dia. Vinyl Hook
Number Inch (mm) Face Face Nap Density
58030 2 (51) ✔ – Medium
58031 2 (51) ✔ Short Medium
58032 3 (76) ✔ – Medium
58033 3 (76) ✔ Short Medium95964 Hose Bib Fitting

(standard 1" to fit 
garden hose, etc.)

95965 Water
Flow Adjustment 95963 1/8" Female

Quick Disconnect

1/8" male thread
connects to water
source or hose bib

Water Connection


